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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.
This drawing is not to be used for construction until signed by the
Landscape Architect.
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Revision

No. Description Date
1 Issued for coordination 23-03-03

6 Issued for third submission 23-09-18

-

2 Issued for client review 23-03-09

3 Issued for first submission 23-03-23

4 Issued for second submission 23-07-20
5 Re_Issued for second submission 23-07-25

TREE # BOTANICAL NAME COMMON NAME CAL (mm) CONDITION COMMENTS

1 ACER PLATANOIDES 'CRIMSON KING' NORWAY MAPLE 10 POOR Co-dominant leader

2 GLEDITSIA TRIACANTHOS HONEY LOCUST 15 POOR Diseased
3 GLEDITSIA TRIACANTHOS HONEY LOCUST 15 POOR Diseased
4 GLEDITSIA TRIACANTHOS HONEY LOCUST 10 POOR Diseased
5 GLEDITSIA TRIACANTHOS HONEY LOCUST 10 POOR Diseased
6 MALUS BACCATA SIBERIAN CRAB APPLE 10 GOOD End of lifespan

7 MALUS BACCATA SIBERIAN CRAB APPLE 15 GOOD End of lifespan

8 FRAXINUS PENNSYLVANICA GREEN ASH 10 GOOD Co-dominant leader, natural
wooded area

9 LIQUIDAMBAR STYRACIFLUA
'MORAINE' SWEETGUM 15 GOOD Co-dominant leader, natural

wooded area
10 FRAXINUS AMERICANA WHITE ASH 15 GOOD Natural wooded area
11 QUERCUS ALBA WHITE OAK 35 POOR Natural wooded area
12 ROBINIA PSEUDOACACIA BLACK LOCUST 30 GOOD Natural wooded area

13 LIQUIDAMBAR STYRACIFLUA
'MORAINE' SWEETGUM 20 GOOD

14 GLEDITSIA TRIACANTHOS HONEY LOCUST 10 POOR Diseased
15 ACER PLATANOIDES 'CRIMSON KING' NORWAY MAPLE 10 POOR

16 MALUS BACCATA SIBERIAN CRAB APPLE 10 GOOD End of lifespan

17 MALUS BACCATA SIBERIAN CRAB APPLE 15 GOOD End of lifespan

18 MALUS BACCATA SIBERIAN CRAB APPLE 15 GOOD End of lifespan

19 GLEDITSIA TRIACANTHOS HONEY LOCUST 10 POOR Dead
20 GLEDITSIA TRIACANTHOS HONEY LOCUST 15 GOOD

21 ROBINIA PSEUDOACACIA BLACK LOCUST 15 FAIR

GENERAL NOTES:

1. ALL MEASUREMENTS IN MILLIMETERS UNLESS NOTED
OTHERWISE. DO NOT SCALE DRAWING. ALL DRAWINGS TO
BE READ IN CONJUNCTION WITH WRITTEN SPECIFICATIONS.

2. THE CONTRACTOR SHALL LOCATE AND VERIFY THE
EXISTENCE OF ALL UILITIES PRIOR TO COMMENCEMENT OF
WORK.

3. CONTRACTOR TO REPORT ALL ERRORS / OMISSIONS TO THE
CONTRACT ADMINISTRATOR.

4. REINSTATE / REPAIR ALL DAMAGE TO ADJACENT
PROPERTIES OR AREAS TO BE PROTECTED. ANY AREAS
BEYOND THE LIMIT OF THE SITE DISTURBED DURING
CONSTRUCTION SHALL BE RESTORED TO ORIGINAL
CONDITION OR BETTER TO THE SATISFACTION OF THE
AUTHORITY HAVING JURISDICTION AT THE CONTRACTOR'S
EXPENSE.

5. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL
PERMITS REQUIRED AND TO BEAR THE COST OF THE SAME.
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KEY QTY. BOTANICAL NAME COMMON NAME CAL/HT. ROOT

(mm
LARGE DECIDUOUS TREES (15-30m)
AR 05 ACER RUBRUM RED MAPLE 60 B&B
QM 03 QUERCUS MACROCARPA BUR OAK 60 B&B
QP 02 QUERCUS PALUSTRIS PIN OAK 60 B&B
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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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Revision

No. Description Date
1 Issued for coordination 23-03-03

6 Issued for third submission 23-09-18

-

2 Issued for client review 23-03-09

3 Issued for first submission 23-03-23
4 Issued for second submission 23-07-20
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1 DECIDUOUS TREE PLANTING (ONE STAKE W/ARBOR TIES)
N.T.S.

3 LIGHT DUTY CONCRETE PAVING 
N.T.S.

5 BENCH MOUNTING ON CONCRETE BASE
N.T.S.

4 BICYCLE PARKING (5 SPACES)
N.T.S.

NOTES:
1. THE AREA WITHIN THE CRITICAL ROOT ZONE OF ALL EXISTING TREES SHALL BE PROPERLY PROTECTED WITH

TEMPORARY FENCING AS PER THE APPROVED LANDSCAPE PLAN.
2. THE SURVEY SHALL SHOW EXISTING ELEVATION AT BASE OF ALL TREES TO BE PRESERVED AS SHOWN BY "+".
3. THE AREA WITHIN THE PROTECTED FENCING SHALL REMAIN UNDISTURBED AND SHALL NOT BE USED FOR THE

STORAGE OF BUILDING MATERIALS OR EQUIPMENT. REMOVE ALL DEBRIS.
4. PRUNE BRANCHES TO REMOVE DAMAGED OR OBJECTIONABLE BRANCHES. DO NOT PRUNE LEADERS.
5. TREE PROTECTION SHALL REMAIN UNTIL SUBSTANTIAL PERFORMANCE OF THE PROJECT.
6. IF CUTTING OF ROOTS OR CHANGING OF GRADES AROUND EXISTING TREES IS CALLED FOR, FOLLOW APPROPRIATE

DETAILS AS DIRECTED BY LANDSCAPE ARCHITECT.
7. IF TREES ARE BEING AFFECTED BY CONSTRUCTION, A WATER AND FERTILIZING PROGRAM WILL BE REQUIRED TO THE

SATISFACTION OF THE LANDSCAPE ARCHITECT.

38x38 T-BAR POST AT
1500 O.C. MAX.

1200 PAIGE WIRE FARM
FENCE SECURED WITH
WIRE TWIST TIES
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15
0

12
20

91
4

VARIES
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2 TREE PROTECTION FENCE
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NOTES:
1. REMOVE STAKE AFTER ONE YEAR OR UNTIL TAKEOVER, UNLESS OTHERWISE

DIRECTED BY THE LANDSCAPE ARCHITECT.
2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION
3. REMOVE TREE WRAP AFTER PLANTING
4. CALIPER TO BE MEASURED AT THE BASE OF TREE AT ROOT BALL.

COMPACTED SUBGRADE

TOPSOIL MIX, LIGHTLY COMPACT AND
WATER WELL TO ELIMINATE AIR POCKETS
AND PREVENT SETTLEMENT

CUT AND REMOVE BURLAP AND WIRE
BASKET FROM TOP 2/3 OF ROOT BALL
WITHOUT DISTURBING ROOTS

SCARIFY SURFACE OF SUBGRADE
PRIOR TO PLANTING

ROOT COLLAR TO BE SET 100mm
ABOVE FINISHED GRADE

CONSTRUCT 100mm SAUCER AROUND
TREE BASE

75mm SHREDDED MULCH AS
PER SPECIFICATIONS

APPLY 450mm MINIMUM FLEXIBLE
PLASTIC RODENT COLLAR

STAKE BEYOND EDGE OF ROOT BALL USING
ONE (1) STAKES 2400mm (MIN) LONG.
SECURE AROUND TRUNK AND MAIN
BRANCHES IN THE DIRECTION OF
PREVAILING WIND WITH ARBOR TIES.
TIES SHOULD BE WOUND TIGHTLY AND
SECURELY.

REMOVE DAMAGED OR OBJECTIONABLE
BRANCHES, FOLLOW THE MOST RECENT
CANADIAN NURSERY & TRADES
ASSOCIATION PRACTICE.  DO NOT PRUNE
LEADER.

1800
20

0
M

IN
.

300

MIN.

NOTES:
1. CONCRETE TO BE 32 MPa CLASS C-2 MEETING THE REQUIREMENTS OF S.P. F-3510 AND PLACED IN

ACCORDANCE WITH S.P. F-9040. REFER TO SPECIFICATIONS.
2. GRANULAR 'A' SHALL MEET THE REQUIREMENTS OF OPSS 1010.
3. APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.15 WHEN WARRANTED BY SOIL

CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT.

CONCRETE PAVING - 32MPa - 6% A.E. STIFF
BROOM FINISH WITH NO TROWEL, STEEL
EDGE/ CONTROL JOINT 1500mm
O.C.,SAWCUT OR TOOLED, EXPANSION
JOINT 6000mm O.C. AND ABUTTING OTHER
CONCRETE  STRUCTURES. 150x150x6x6
WELDED WIRE MESH

GRANULAR 'A' @ 100% S.P.D.

WELL COMPACTED SUBGRADE, 98% S.P.D.

AS SPECIFIED150
TYP.

150
TYP.CROSS SLOPE

1% MIN. - 2% MAX.

GEOTEXTILE

REFER TO PLAN FOR ADJACENT SURFACE

FINISH
GRADE15

0
20

0

50

COMPACTED SUBGRADE 98% S.P.D. FOR
FILL AREAS, 95% S.P.D. FOR CUT AREAS

GRANULAR 'A' BASE
COMPACTED AS PER

SPECIFICATION

GEOTEXTILE

NOTES:
1. FILTER FABRIC SHALL BE APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.25 WHEN

WARRANTED BY SOIL CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT
2. GRANULAR 'A' SHALL MEET THE REQUIREMENTS OF OPSS 1010.

REFER TO PLAN FOR
ADJACENT SURFACE

10mm  THREADED STAINLESS STEEL
ANCHOR BOLT, DRILL & SECURE
WITH EPOXY ADHESIVE

TAMPER-PROOF NUT

PEEN THREADED END OF
ANCHOR ROD

PROVIDE CONCRETE
PAD AS PER

SPECIFICATIONS

PRE-DRILL CONCRETE
PRIOR TO UNIT
INSTALLATION

BENCH LEGS REFER TO
MANUFACTURER SHOP
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CONCRETE PAVING - 35MPa - 6% A.E.STIFF
BROOM FINISH WITH NO TROWEL, STEEL
EDGE/CONTROL JOINT 1500mm O.C., SAWCUT
OR TOOLED, EXPANSION JOINT 6000mm O.C.
AND ABUTTING OTHER CONCRETE  STRUCTURES.
150x150x6x6 WELDED WIRE MESH

1 LAYER 152x152-MW25.8xMW25.8
PLACED 50mm FROM TOP
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REFER TO PLAN FOR
ADJACENT SURFACE
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GRANULAR 'B' COMPACTED
AS PER SPECIFICATIONS

GRANULAR 'A' @ 100% S.P.D.
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16"
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38 x 89mm
GROOVED COPING

19 x 140mm TOP
TRIM FRONT SIDE
ONLY
38 x 140mm TOP RAIL
REAR SIDE ONLY

19 x 38mm SIDE TRIM
RAIL FRONT SIDE ONLY

38 x 140mm MID RAIL
REAR SIDE ONLY
TYPICAL 19 x 140mm
BOARDS
19 x 140mm BOTTOM
TRIM FRONT SIDE ONLY
38 x 140mm BOTTOM
RAIL REAR SIDE ONLY
BASE PLATE AND
ANCHOR BOLT

20
00

71
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NOTES:
1. ALL WOOD COMPONENTS SHALL BE NO.1 GRADE WESTERN RED CEDAR, EXCEPT FOR THE PRESSURE-TREATED SKIRT RAIL.
2. ALL WOOD COMPONENTS SHALL BE TREATED WITH 2 COATS OF STAIN. COLOUR TO BE APPROVED BY THE OWNER AND LANDSCAPE ARCHITECT.
3. USE GALVANIZED FASTENERS AND HARDWARE THROUGHOUT.
4. ALL HEAVY DUTY GATE HINGES TO BE WELDED 3

16"STEEL FRAME AND POST
5. PROVIDE STAMPED SHOP DRAWINGS FOR CONTRACT ADMINISTRATOR REVIEW AND APPROVAL
7. CONCRETE TO BE 35 MPa CLASS C-1 MEETING THE REQUIREMENTS OF S.P. F-3510 AND PLACED IN ACCORDANCE WITH S.P. F-9040. SEE SPECIFICATIONS.
8. GRANULAR 'A' SHALL MEET THE REQUIREMENTS OF OPSS 1010.
9. APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.15 WHEN WARRANTED BY SOIL CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE

ARCHITECT.
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GROOVED COPING
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140mm BOARDS
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ANCHOR BOLT
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